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FUNCTION SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  <PRESET SETUP>
  <SCAN SETUP>
  <PATTERN SETUP>
  <GROUP SETUP>
  <SCHEDULE SETUP>
  
  
  BACK
  EXIT

GROUP SETUP SCREEN2
The group function allows running sequence of presets, pattern 
and/or scans. Max. 8 group can be stored. Each group can have 
max. 20 action entities which can be preset, pattern or scan.

EDIT GROUP - Initial Screen3
To edit group, press near key to move screen 4. 
At the current screen, if moves joystick Down, the cursor will move 
to ‘SAVE’ menu.

EDIT GROUP – Select Function Sequence4
Note that max. 20 functions are allowed in a group. 
Move cursor Up/Down to rotate among 20 functions.

EDIT GROUP - Assign Function5
Move cursor to the ‘NO.’ to assign the function, press near key to 
set up. Select the function by moving joystick Up/Down.

EDIT GROUP - Assign Function6
Move cursor Left/Right to select items and move cursor Up/Down 
to change each value.

EDIT GROUP - Select Function Sequence7
    The function undefined cannot be set as action. 

    e.g.) If ‘PATTERN 1’ is not defined at ‘ROOT MENU>FUNCTION 
             SETUP>PATTERN SETUP’, then the ‘ACTION 1’ will be 
             automatically changed to ‘NONE’.

EDIT GROUP- Saves the Setting8
After finishing setting up all actions, place cursor on ‘SAVE’ . Then, 
press near key to save data.

GROUP SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  GROUP NO.
  
  CLEAR GROUP
  <EDIT GROUP>
  
  
  
  BACK
  EXIT 

        1
UNDEFINED
     CANCEL

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION NO.  DWELL  OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  NONE
      2  NONE
      3  NONE
      4  NONE
      5  NONE  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
  SAVE
  CANCEL [NEAR:EDIT]

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION NO.  DWELL  OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  NONE
      2  NONE
      3  NONE
      4  NONE
      5  NONE
  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
  SAVE
  CANCEL 

[NEAR:EDIT ACT]
[FAR   :EDIT END]

Press Near Key

Select <EDIT GROUP>,
Press Near/Enter Key

>

>

>

>

>

>

>

GROUP NO.
Selects group number to edit.  If a selected group number is not defined, 
‘UNDEFINED’ will be displayed under the selected group number.

1 ~ 8

NO.
Means the sequence of the function in a group.
The functions will be run from lower no. to higher no. by sequence. 

1 ~ 20

<EDIT GROUP>
Moves to edit the group assigned.

CLEAR GROUP
Deletes data in the current group.

CANCEL / OK

ACTION NO.

Select the function. 
Select the function no. separately.

Sets dwell time between function by moving joystick Up/Down. If the 
‘OPT’ of pattern/group is set to repeat more than twice, it means the repeat 
interval.

NONE / PRESET 1~128(Excluding 95) / 
PATTERN 1~4 / SCAN 1~4

DWELL TIME

It should be preset speed when preset is set in ‘ACTION’. It should be the 
number of repeat when pattern or scan is selected in ‘ACTION’.

OPT

00:03 ~ 04:00 (min:sec)

PRESET: 2~360 / PATTERN & SCAN: 1~255

1

2

6

7

[     :MOVE CURSOR]
[     : CHANGE VAL.]

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION  NO.  DWELL OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  PATTERN 1      00:03   1
      2  NONE
      3  NONE
      4  NONE
      5  NONE  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
  SAVE
  CANCEL 

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION  NO.  DWELL OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  PATTERN 1      00:03   1
      2  NONE
      3  NONE
      4  NONE
      5  NONE  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
  SAVE
  CANCEL 

[     :MOVE CURSOR]
[     : CHANGE VAL.]

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION  NO.  DWELL OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  NONE
      2  NONE
      3  NONE
      4  NONE
      5  NONE  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
  SAVE
  CANCEL 

Preset
1

Preset
120

Pattern5
1 Times

Pattern5
n Times

Dwell Time

Max. 20 Entities

Scan3
1

[NEAR:EDIT ACT]
[FAR   :EDIT END]

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION  NO.  DWELL OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  PATTERN 1      00:03   1
      2  NONE
      3  NONE
      4  NONE
      5  NONE  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
  SAVE
  CANCEL 

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION  NO.  DWELL OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  PATTERN 1      00:03   1
      2  NONE

EDIT GROUP           1
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  NO.  ACTION  NO.  DWELL OPT  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -   
      1  NONE
      2  NONE

<In case that ‘PATTERN 1’ is not defined.>

Press 
Near/Enter
Key

Press 
Near/Enter
Key

Press 
Far Key

Press 
Near/Enter
Key

Press 
Near/Enter
Key

OSD - FUNCTION SETUP>GROUP SETUP

33

OSD - FUNCTION SETUP>GROUP SETUP3

32



4

5

3

FUNCTION SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  <PRESET SETUP>
  <SCAN SETUP>
  <PATTERN SETUP>
  <GROUP SETUP>
  <SCHEDULE SETUP>
  
  
  BACK
  EXIT

SCHEDULE SETUP SCREEN2
- The schedule function allows running the appropriate function 
   like preset, scan, group, pattern, home move at designated day 
   and time. 

  e.g.) if you setup a rule ‘Tuesday at 9:00AM’ and ‘Preset 1 (say main 
           gate)’, the camera will move to main gate every Tuesday at 
           9:00AM. 

- It is noted that due to the real time clock (ROOT MENU>SYSTEM 
   SETUP>DATE/TIME SETUP), the time data will be kept regardless 
   of blackout. The initial time and day setup is essential to proper 
   schedule function.
- Max. 7 schedules are allowed.

      SCHEDULE SETUP - Assign Value4 5
Each field (DAY, TIME, ACT, NO., ON) can be selected by Left/Right 
keys and the values in the field are changed using Up/Down keys.

SCHEDULE SETUP - Save Edited Setting6
To save data and exit, press near key.

    If there are rules conflicts to each other, the higher number is, 
    the higher priority has.  

   e.g.) The camera will move to ‘Preset 127’ at 12:00 on every 
            Wednesday although ‘Preset 128 and 127’ were set at 12:00 
            on every Wednesday.

SCHEDULE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  MASTER ENABLE            OFF
       DAY  TIME    ACT  NO  ON
  1   UNDEFINED
  2   UNDEFINED
  3   UNDEFINED
  4   UNDEFINED
  5   UNDEFINED
  6   UNDEFINED
  7   UNDEFINED
  BACK

>

>

>

>

MASTER ENABLE
Decide whether schedule function is active or not.

ON / OFF

DAY
Set the day for scheduling. 
- Undefined: Inactivate
- All: Applies to every day
- WKD: Applies to every day except Sunday
- SUN-MON: Applies to designated day only

TIME
Set the time.

UNDEFINED / ALL / WKD / SUN ~ MON

00:00 ~ 23:59 (hour:min)

ON
Decide to make this rule effective or not.

ON /OFF

ACT NO

Set the function and no.  

    Unlike the group, the undefined function can be assigned in schedule. 
    However, no action is taken at the schedule.

HOM(HOME) / PRS(Preset) 1~128(Excluding 95)
/ SCN(Scan) 1~8 / PTN(Pattern) 1~8
/ GRO(Group) 1~8 

1

2

6

SCHEDULE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  MASTER ENABLE            OFF
       DAY  TIME    ACT  NO  ON
  1   UNDEFINED
  2   UNDEFINED
  3   UNDEFINED
  4   UNDEFINED
  5   UNDEFINED
  6   UNDEFINED
  7   UNDEFINED
  BACK

SCHEDULE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  MASTER ENABLE            OFF
       DAY  TIME    ACT  NO  ON
  1   ALL  00:00  HOM        OFF
  2   UNDEFINED
  3   UNDEFINED
  4   UNDEFINED
  5   UNDEFINED
  6   UNDEFINED
  7   UNDEFINED
  BACK

SCHEDULE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  MASTER ENABLE            OFF
       DAY  TIME    ACT  NO  ON
  1   ALL  12:00  PRS  128 ON
  2   UNDEFINED
  3   UNDEFINED
  4   UNDEFINED
  5   UNDEFINED
  6   UNDEFINED
  7   UNDEFINED
  BACK

SCHEDULE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  MASTER ENABLE            OFF
       DAY  TIME    ACT  NO  ON
  1   ALL  12:00  PRS  128 ON
  2   UNDEFINED
  3   UNDEFINED
  4   UNDEFINED
  5   UNDEFINED
  6   UNDEFINED
  7   UNDEFINED
  BACK

SCHEDULE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  MASTER ENABLE            OFF
       DAY  TIME    ACT  NO  ON
  1   ALL  12:00  PRS  128 ON
  2   WED 12:00 PRS   127 ON
  3   UNDEFINED
  4   UNDEFINED
  5   UNDEFINED

Press 
Near/Enter
Key

Joystick 
Down

Assign Value

Joystick Down,
Press Near Key

OSD - FUNCTION SETUP>SCHEDULE SETUP OSD - FUNCTION SETUP>SCHEDULE SETUP3
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CAMERA SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  FOCUS MODE
  DIGITAL ZOOM
  IMAGE FLIP
  <WHITE BALANCE SETUP>
  <AUTO EXPOSURE SETUP>
  
  
  BACK
  EXIT

CAMERA SETUP1
Setup the general functions of zoom camera module. Setup the video related function of zoom camera module.

WB SETUP2

WB SETUP - Set WB Mode to Manual3
If WB mode changes to ‘MANUAL’, the value of ‘RED ADJUST’ and
‘BLUE ADJUST’ shows on the screen.

WB SETUP - Change WB Color Value4 5
- If WB mode changes to ‘MANUAL’, the color value of ‘RED ADJUST’ 
  and ‘BLUE ADJUST’ can be set up manually.
- To save data and exit, press near key.

Press Near Key,
Joystic Down

Joystic Down

>

>

>

>

FOCUS MODE
Sets camera focus mode.

- SEMIAUTO: This mode exchanges focus mode automatically between 
   manual focus mode and auto focus mode. Manual focus mode activates 
   in preset operation and auto focus mode activates when jog operation 
   starts. 
   - MANUAL: With manual mode at presets, focus data is memorized in 
   each preset in advance and camera calls focus data in correspondence 
   with presets as soon as camera arrives at a preset.

AUTO / MANUAL / SEMIAUTO

DIGITAL ZOOM
Sets digital zoom function to ‘ON’ or ‘OFF’. If this is set to ‘OFF’, optical 
zoom function runs but zoom function stops at the end of optical zoom 
magnification.

IMAGE FLIP
Sets if the image should be reversed or not.

ON / OFF

ON / OFF

<WHITE BALANCE SETUP>
Move to ‘WHITE BALACE SETUP’ screen.

<AUTO EXPOSURE SETUP>
Move to ‘AUTO EXPOSURE SETUP’ screen.

WB MODE
Red and blue level can be set up manually only in manual mode. 

AUTO / MANUAL

RED ADJUST
Adjust the red color value. It can be set only in manual mode.

BLUE ADJUST
Adjust the blue color value. It can be set only in manual mode.

10 ~ 60

10 ~ 60

AE SETUP2

BACKLIGHT
Sets the backlight compensation.

OFF / LOW / MIDDLE / HIGH

MANUAL IRIS SCREEN 3

IRIS LEVEL 0 ~ 100

MANUAL SHUTTER SCREEN4

SHUTTER SPD

AUTO SENS-UP SCREEN5

SENS-UP LIMIT

x128 ~ 1/120000

x2 ~ x128

DAY/NIGHT
‘AUTO1’ exchanges day/night mode faster than ‘AUTO2’.

AUTO1 / AUTO2 / DAY / NIGHT

BRIHGTNESS
Adjusts the brightness of images. 

IRIS
- If iris is set to ‘AUTO’, iris should have highest priority in adjusting AE 
  and shutter speed should be fixed.

- If iris is set to ‘MANUAL’, iris should be fixed and iris has lower priority 
   in adjusting AE, in comparison with others.

0 ~ 100

AUTO / MANUAL

SHUTTER
- If iris is set to ‘MANUAL’ and shutter speed is set to ‘ESC’, shutter speed
  should have highest priority.

- Shutter speed is set to ‘A. FLICKER’, to remove flicker, shutter speed 
  should be set to 1/100 sec. for NTSC and 1/120 for PAL.

ESC / A.FLICKER / MANUAL

AGC
Enhances the image brightness automatically in case that luminance level 
of image signal is too low.

OFF / NORMAL / HIGH

SSNR
Enhances the images by deducting noises when gain level of images is 
too high.

OFF / LOW / MIDDLE / HIGH

SENS-UP
- Activates the slow shutter function when luminance of image (signal) is 
  too dark.
- It is possible to set up the maximum number of frames piled up one on 
  another by Slow Shutter function.

AUTO / OFF

1

2

SEMIAUTO
ON
OFF

WB SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  WB MODE
      - RED  ADJUST
      - BLUE ADJUST
  
  
  
  
  BACK
  EXIT 

 AUTO
  - - -
  - - -

WB SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  WB MODE
      - RED  ADJUST
      - BLUE ADJUST
  
  
  
  
  BACK
  EXIT 

 MANUAL
  1 1 7
  4 0 

WB SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  WB MODE
      - RED  ADJUST
      - BLUE ADJUST
  
  
  
  
  BACK
  EXIT 

 MANUAL
  1 1 7
  4 0 

WB SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  WB MODE
      - RED  ADJUST
      - BLUE ADJUST
  
  
  
  
  BACK
  EXIT 

 MANUAL
  1 1 7
  4 0 

CAMERA SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  FOCUS MODE
  DIGITAL ZOOM
  IMAGE FLIP
  <WHITE BALANCE SETUP>
  <AUTO EXPOSURE SETUP>
  
  
  BACK
  EXIT

>

1

2

SEMIAUTO
ON
OFF

AE SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  BACKLIGHT
  DAY/NIGHT
  BRIGHTNESS
  IRIS
  SHUTTER
  AGC
  SSNR
  SENS-UP
  BACK
  EXIT 

OFF
AUTO1
25
<MANUAL>
<MANUAL>
NORMAL
MIDDLE
<AUTO>

5
AUTO SENS-UP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  SENS-UP LIMIT
  
  
  
  
  
  
  
  
  EXIT 

x2

4
MANUAL SHUTTER
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  SHUTTER SPD
  
  
  
  
  
  
  
  
  EXIT 

x2

3
MANUAL IRIS
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  IRIS LEVEL
  
  
  
  
  
  
  
  
  EXIT 

0

Press 
Near/Enter
Key

Press 
Near/Enter
Key

Press 
Near/Enter
Key

OSD - CAMERA SETUP>WB SETUP
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SYSTEM SETUP
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  <DATE/TIME SETUP>
  <RELAY TYPE>
  <PASSWORD>
  <SET HOME POSITION>
  <SET NORTH DIRECTION>
  LANGUAGE
  <FAN/HEATER SETUP>
  
  BACK
  EXIT

SYSTEM SETUP1

>

- Home position means the origin of pan angle calculation. The 
  value of pan angle displayed on the screen is based on this 
  home position.
- By using joystick, move the camera to the desired position and 
  press near key.
- Home is not effective to tilt angle. 
- If you change the location of the home position, all horizontal 
  location of functions such as preset, scan, pattern, group and 
  privacy zone mask will be shifted based on the changed home 
  position.

    Set Home Position?
     When you replace the camera block or the orientation of camera is 
     changed due to maintenance operations, it is very difficult to maintain the 
     same pan orientation. Therefore, all function data depending on pan 
     orientation such as preset, scan, pattern, group and privacy zone mask are 
     not useful any more accordingly. However, even in this case, you can reuse 
     the data if you redefine set home position on the previous home position.

    For setup, refer ‘EDIT SCENE’ on page 28.

The direction will be displayed on the right-bottom of the screen, 
pan is ‘0’ and direction is ‘N’.

30°C ~ 80°C (86°F ~ 176°F)

-10°C ~ 20°C (14°F ~ 68°F)

SET HOME POSITION5

SET NORTH DIRECTION6

1

2

ENGLISH

5

6
DATE/TIME SETUP  
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  DATE
  TIME
  
  
  
  
  
  
  BACK
  EXIT 

01/JAN/2008(TUE)
00:00:01(H/M/S)

7
FAN/HEATER SETUP  
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  FAN RUN TEMP
  HEATER RUN TEMP
  
  
  
  
  
  
  BACK
  EXIT 

40 C
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RELAY TYPE SETUP  
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  RELAY1

  
  
  
  
  
  
  BACK
  EXIT 

NORMAL OPEN

EDIT PASSWORD
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  [            ]

OK
CANCEL

  - -  -  -  -  -  -  -  -  -  
  1 2 3 4 5 6 7 8 9 0
  A B C D E F G H I J
  K L M N O P Q R S T
  U V W X Y Z a b c d
  e f g h i j k l m n
  o p q r s t u v w x
  y z < > -  /  :  . 

DISABLE

SET HOME POSOTION
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  
  
  
  
  
  
  MOVE TO TARGET POSITION 
  [NEAR:SELECT/FAR:CANCEL]
                                      0/0/x1/E

SET NORTH DIRECTION
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  
  
  
  
  
  
  MOVE TO TARGET POSITION 
  [NEAR:SELECT/FAR:CANCEL]
                                      0/0/x1/N

  [NEAR:SELECT/FAR:CANCEL]
                                      0/0/x1/N

DATE/TIME SETUP 2

<DATE/TIME SETUP>
Moves to ‘DATE/TIME SETUP’ screen. Refer screen 2 below.

<RELAY TYPE>
Moves to ‘RELAY TYPE’ setup screen. Refer screen 3 below.

<PASSWORD>
Moves to ‘PASSWORD’ setup screen. Refer screen 4 below.

<SET HOME POSITION>
Moves to ‘SET HOME POSITION’ screen. Refer screen 5 on page 39.

<SET NORTH DIRECTION>
Moves to ‘SET NORTH DIRECTION’ screen. Refer screen 6 on page 39.

<FAN/HEATER SETUP>
Moves to ‘FAN/HEATER SETUP’ screen. Refer screen 7 on page 39.

- Contacts type of relay out are defined.
- Refer page 14 for the detailed information.

This setup is only applicable for fan/heater model.

LANGUAGE

Select a preferred language among English, Spanish, French, German, 
Italian, Russian and Portuguese. 

DATE
Date is displayed in dd/mm/yy format.

1. If you press the near key, the focus will be placed on ‘dd’.
2. Sets date moving joystick Up/Down.
3. Moves joystick Left/Right to move to date-month-year.
4. The values in the field are changed using Up/Down keys.

     The day is automatically calculated when you set the day.

ENGLISH / ESPAÑOL / FRANÇAIS / DEUTSCH
/ ITALIANO / РУССКИЙ / PORTUGUÊS

TIME
Time is displayed in HH:MM:SS format.
Sets time same as setting date.

01 / JAN / 2000 ~ 31 / DEC / 2037

RELAY TYPE SETUP 3

RELAY1

- Sets the 4 characters long password. If this function is set to 
  ‘ENABLE’, the password is required whenever you enter OSD 
  menu.  The master password is ‘4321’.

   To input password, refer ‘LABEL’ on page 29.

EDIT PASSWORD 4

NORMAL OPEN(N.O) / NORMAL CLOSE(N.C)

FAN/HEATER SETUP7
Sets the fan/heater enabled/disabled according to the
temperature.

     This menu will be displayed only for fan/heater model.

FAN RUN TEMP
Above this temperature, the blower fan will start automatically.

HEATER RUN TEMP
Below this temperature, the heater will be tuned on automatically.

Press 
Near/Enter 
Key

OSD - SYSTEM SETUP
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OSD - SYSTEM SETUP3
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SYSTEM INITIALIZE
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 
  CLEAR ALL DATA
       CLR DISPLAY SET
       CLR CAMERA SET
       CLR MOTIOM SET
       CLR FUNCTION SET
  REBOOT CAMERA
  REBOOT SYSTEM
  
  BACK
  EXIT

Initializes to the camera setting.

CLEAR ALL DATA
Deletes all configuration data such as display, camera, motion setup and 
so on.

Initializes display configuration.

ON / OFF

CLR DISPLAY SET ON / OFF

Initializes camera configuration.
CLR CAMERA SET ON / OFF

Initializes motion configuration.
CLR MOTION SET ON / OFF

Deletes preset data, scan data, pattern data, group data and schedule data.
CLR FUNCTION SET ON / OFF

Reboots zoom camera module.
REBOOT CAMERA

Reboots speed dome camera.
REBOOT SYSTEM

ON / OFF

ON / OFF

NO
NO
NO
NO
NO
NO
NO

   OSD menu contents on page 22, 23, default values of each content are 
   marked in bold.

SYSTEM INITIALIZE11

OSD - SYSTEM INITIALIZE3 4
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Dimensions

115

165

54-

57.0

64
157.5

¾” NPT

36.5

83.5

46

Unit: mm

¾” NPT
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Dimensions of Option Brackets4
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Dimensions of Option Brackets
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1. Flush Mount Ring Bracket 2. Sun Shield Mount Bracket 3. Wall Mount Bracket 2. Ceiling Mount BracketUnit: mmUnit: mm Unit: mmUnit: mm

112.6

112.6

46

83

83.5

276.2

46

188.7

4-M4

83

46

112.6

46

83.5

355.5

112.6

43

23

57.5

212

4-   7

4-   7

141.5

141.5

140 164.6

124.6
100

10

185

204

112

71.6

374.6

115

199.3



Specifications
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4
Image Device

410K pixels [811 (H) x 508 (V)]

1/4” Interline Transfer CCD

380K pixels [768 (H) x 494 (V)]

470K pixels [795 (H) x 596 (V)]

440K pixels [752 (H) x 582 (V)]

Color: 500 TV Lines               B/W: 570 TV Lines

50dB (AGC O�)

x10 Optical Zoom & x10 Digital Zoom

F 1.8, f=3.8 ~ 38mm

Frame Freeze Function, System Image Flip by Installation Type

Total Pixel

E�ective Pixel

H. Resolution

S/N Ratio

Zoom

Focal Length

Other Functions

Color: 0.7 Lux (50 IRE)               B/W: 0.02 Lux

Auto / Day / Night (IR Cut Filter)

Auto / Manual / Semi-Auto

Auto / Manual

x128~ 1/120000 sec, Anti Flickerless

Normal / High / O�

Auto / Manual (Red & Blue Gain Adjustable)

Low / Middle / High / O�

Selectable

Min. Illuminance

Day & Night

Focus

Iris

Shutter Speed

AGC

White Balance

BLC

Flickerless

Low / Middle / High / O�SSNR

Signal Format NTSC PAL

Camera

Pan: 360° (Endless)

Tilt: 0° ~ 180° (Auto-Flip On), 0° ~ 90° (Auto-Flip O�)

Preset: 360°/sec

Manual: 0.05° ~ 360°/sec (Zoom Proportional)

Scan: 1° ~ 180°/sec

127 Presets with Labels / Independent Camera Setup

4 Patterns (Approx. 5 Minutes for Each Pattern)

8 Scans

8 Groups (Max. 20 Enters for Each Group)

7 Rules (Condition: Day, Time    Action: Preset, Scan, Group, Pattern)

Image Auto Flip, Auto Parking, Power-up Action & etc.

Range

Pan/Tilt Speed

Preset

Pattern

Scan

Group

Schedule

Other Functions

Pan/Tilt

RS-485

Auto, Pelco-D, Pelco-P, Samsung,  Panasonic, GE(Kalatel), AD(American Dynamics) Selectable

4 Zones

Built-in 2 Input  / 1 Relay Output

Temperature, Day and Date & Time Display, Support 7 Languages: 
(ENGLISH / ESPAÑOL / FRANÇAIS / DEUTSCH / ITALIANO / РУССКИЙ / PORTUGUÊS)

Dome: Ø115 mm

Housing :  Ø165 x 101.5(H) mm

Approx. 2.4 Kg (5.3Lbs)

-10°C ~ 50°C (14°F ~ 122°F)

Communication

Protocol

Privacy Zone

Sensor In/Out

OSD

Power

Demension

Weight

Operating Temp.

General
DC 12V(7.8W) (Fan & Heater Model Consumes 12W)
     Dual Voltage Model: AC 24V / DC 12V (7.8W) 




